The equation of state (EOS) of titanium boride, TiB 2 , was investigated by in situ X-ray diffraction in a diamond anvil cell and multianvil high-pressure apparatus. The pressure-volume-temperature (P-V-T) data were collected at up to 111 GPa and room temperature for the diamond-anvil cell experiments and at up to 15 GPa and 1300 K for the multianvil experiments. No phase transition was observed through the entire range of experimental conditions. The pressure-volume data at room temperature were fitted using a Vinet EOS to obtain the isothermal bulk modulus, B T0 = 256.7 GPa, and its pressure derivative, B' T0 = 3.83. When fitting a thermal EOS using the P-V-T data for the multianvil experiments, we find that ∂B T =∂T ð Þ V = 0.095 (GPa/K) and α 0 = 2.49 × 10 −5 K −1 .
Introduction
Boride ceramics are well-known for their high melting temperature, hardness, and good chemical inertness. Titanium diboride, TiB 2 , has received considerable attention for applications in cutting tools, electrodes, heater materials, and erosionresistant substrate coatings obtained by chemical vapor deposition (CVD) [e.g., 1, 2, 3, 4] . TiB 2 is used especially as a heater material under extremely high-pressure and high-temperature conditions. For these applications, it is important to predict and optimize the thermoelastic and mechanical properties of TiB 2 [5] . However, the stability of TiB 2 at high pressure and high temperature has not been investigated. Most high-pressure studies have been performed at room temperature [e.g., 6 ]. It is important to know the stability and thermoelastic properties of TiB 2 under extreme conditions for the applications described above. TiB 2 has a hexagonal structure with space group P6/mmm, with one titanium atom at the origin and two boron atoms at site 2d (1/3, 2/3, 1/2). The melting point of TiB 2 is ∼ 3500 K, and this structure is stable up to at least 60 GPa [6] . The thermal expansion coefficients of TiB 2 have been reported using experimental and theoretical methods [7, 8] . The compressibility (bulk modulus) of TiB 2 was found to take values between 236 and 260 GPa [5, 6, 9] , which were in general agreement with those predicted by theoretical studies [8, 10, 11, 12, 13] .
In the present study, we performed high-pressure and high-temperature experiments to investigate the equation of state (EOS) of TiB 2 . The experiments were performed using synchrotron radiation X-ray diffraction to determine the cell parameters of TiB 2 . A diamond anvil cell (DAC) and a multianvil press highpressure apparatus were used at pressures and temperatures up to 111 GPa and 1300 K, respectively. The high temperature region was investigated by the multianvil press because it was difficult to perform stable heating by the DAC using a laser heating system. In contrast, the advantage of the DAC was to generalize for the region above 20 GPa. Therefore, we used the DAC in the high pressure region. The experimental data from both apparatuses were combined to estimate the EOS of TiB 2 .
Experimental
The starting material was a fine-powdered mixture of TiB 2 , boron nitride (BN), and periclase (MgO). BN was mixed with the sample to reduce the grain growth of TiB 2 during heating. MgO acted as a pressure standard and also reduced the grain growth of each phase. In situ X-ray diffraction experiments were performed using the DAC or multianvil apparatus. The cell parameters of the starting material, TiB 2 , were a = 3.023(1) Å and c = 3.234(2) Å, whereas the volume was 25.588 (28) Å 3 .
As described in detail previously [14, 15] , a combination of the DAC and the multianvil high-pressure system was used to investigate the high-pressure behavior of TiB 2 . In the DAC experiments, a symmetric-type cell with 60°conical apertures was used [16] . A powdered sample sandwiched between pellets of NaCl powder was loaded into 50-100 μm diameter holes drilled in rhenium gaskets. NaCl was used as the pressure-transmitting and thermal-insulating material. Powdered MgO was mixed with the starting material to provide an internal pressure marker. The sample was heated by an infrared laser to relax the differential stress in the sample Article No~e00220 chamber after each pressure increment. The heated sample was monitored to estimate the heating temperature by an optical microscope. The estimated temperature was ∼2000 K. The typical annealing durations were approximately 5-10 min. It is known that a temperature quench could lead to a significant differential stress in the sample chamber. Therefore, the laser power was gradually decreased without invoking a temperature quench at the end of the heating period.
After annealing, the sample was probed by angle-dispersive X-ray diffraction using the synchrotron beam line AR-NE1A at the High Energy Accelerator Research Organization (KEK) or BL10XU at SPring-8. The incident X-ray beams were monochromatized (∼0.41 Å) and collimated to a diameter of 20-50 μm. The distribution of X-ray beam intensity measured by the transmitted X-ray through the DAC was used to adjust the sample position in the X-ray beam. An imaging plate X-ray data collection system (Rigaku) was used to obtain the angle-dispersive X-ray diffraction patterns. The CeO 2 standard was used to calibrate the X-ray wavelength and the distances between the sample and the detector. The two dimensional diffraction images collected were integrated with FIT2D software in order to obtain the 1D powder diffraction patterns. The each peak position in the diffraction patterns was determined using a peak-fitting program. The lattice constants and volumes of TiB 2 and MgO were determined using a least-squares fit method. The experimental pressure was estimated from the calculated MgO unit cell volume using the EOS for MgO developed by Dorogokupets and Dewaele [17] .
The eight cubic anvils of tungsten carbide (WC) with sides of 22 mm and 4.0-mm truncations were used in our multianvil high-pressure system. The high-pressure apparatus "Max III" was installed on the beam line AR-NE7A at KEK. The multianvil press was combined with an energy-dispersive X-ray diffraction system using a white X-ray ( Fig. 1 ). The widths of both the incident and diffracted X-ray beams were 50 μm. The diffracted X-rays were monitored by a germanium solidstate detector at the diffracted angle (2θ) of 6°. A cylindrical graphite and a ZrO 2 The sample in the press was probed via energy-dispersive X-ray diffraction using the synchrotron beam line PF-AR NE7A at KEK, Japan. The beam position in the sample was confirmed using an X-ray camera.
Article No~e00220 sleeve were used as the heater and the thermal insulation. The experimental details are described elsewhere [18] . The powdered mixture of TiB 2 , BN, and MgO was used as the starting material. The temperatures of the sample were monitored by a W3%Re/ W25%Re thermocouple. The typical temperature fluctuation during the heating was within ±5°C. In situ measurements were performed using synchrotron X-rays for 5-15 min at the desired pressure and temperature. The cell volume for TiB 2 under each condition was determined by the X-ray diffraction patterns from the sample. The pressure was determined from the measured unit cell volume of MgO using the EOS for MgO [17] . To minimize non-hydrostatic stress in the sample, the X-ray diffraction patterns were acquired during the course of cooling at the fixed oil pressure. The temperature measurement interval was 200 K from 1300 K to 300 K. After data collection at room temperature, the sample was decompressed to the next desired pressure and a similar cycle of data collection was repeated.
Analysis
One of the general forms of EOS for solids is
PðV; TÞ ¼ P st ðV; 300Þ þ P th ðV; TÞ:
P(V,T) is the total pressure P at volume V and temperature T. On the right side of Eq. (1), the first and second terms are the relationship between pressure and temperature at 300 K, and the thermal pressure, respectively. In this article, we have used the Vinet EOS [19] for the first term of Eq. (1),
where B T0 is the isothermal bulk modulus, and B T0 ' is (∂B T =∂P) T at ambient temperature. When the temperature is higher than the Debye temperature, the thermal pressure term, P th , often takes a linear form, P th = αB T ΔT [20, 21] . In the case that the dependence on temperature, αB T , is negligible, Anderson et al.
[21] yields:
where α 0 is the coefficient of the volume thermal expansion at ambient condition, and (∂B T0 =∂T) V is the temperature derivative of the isothermal bulk modulus at constant volume. Finally, Eq. (1) is expressed as
Eq. (4) was used to fit the P-V-T data from our experiments.
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Results
In the case of the DAC experiments, two runs were performed at up to 111 GPa at ambient temperature. The experimental pressure was increased at room temperature, and then X-ray diffraction patterns were measured. The strain broadening of the diffraction peaks was confirmed in the room temperature data. This indicated that the large differential stress was induced in the DAC as the pressure was increased. It is known that the differential stress causes a significant systematic bias in the relationship between pressure and structural properties. Therefore, diffraction patterns including strain broadening are not suitable for the P-V-T study. In this study, the sample was heated after each change in pressure to release the differential stress accumulated during the compression (Fig. 2a) . No structural transition was observed up to 111 GPa, and the volume of TiB 2 decreased by 23.0% compared with that at ambient pressure. Effects of pressure on the unit-cell parameters and the volume of TiB 2 are shown in Table 1 and Fig. 3 . In previous experimental studies [5, 6, 9] , pressure-volume measurements were performed at pressures below 60 GPa. It is expected that a wider range of experimental pressure leads to more reliable values of the elastic properties. T, TiB 2 ; P, MgO; S, sodium chloride. The vertical ticks denote the calculated diffraction peaks of each phase: TiB 2 , MgO, or NaCl.
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To assess the quality of the EOS fitted using pressure-volume data, the relationship between the Eulerian strain (f ¼ ) is shown in Fig. 4 . The f-F plot provides an indication of higher order terms, such as B T0 ′ and B T0 ", which are significant in the EOS. The data points plotted in the f-F relation lie on a straight line except in the low-f (<0.02) region. This indicates that the experimental data was adequately described by a third-order EOS [22] . Most data are plotted around 250 GPa, and the slope of the f-F relation (>0.02) is nearly zero, which indicates B T0 ′ is close to 4. These relations in our study agree with the findings that the bulk modulus and its pressure derivative are 256.7 GPa and 3.83, respectively.
In the case of the multianvil press experiments, the pressure and temperature were up to 14.6 GPa and 1300 K. Typical X-ray diffraction pattern of the sample is shown in Fig. 2b . The volumes of TiB 2 under various pressure-temperature conditions are given in Table 2 and Fig. 3 . The experimental data were fitted to Eq. (4). As the volume change at the ambient pressure was not measured, the volume thermal expansion coefficient, 2.489 × 10 −5 K −1 [7] , was used. The The X-ray diffraction data were measured at room temperature after annealing. The numbers in parentheses are the error (standard deviation, 1σ) in the lattice parameters and volumes.
Article No~e00220 The volume data represented by red squares and blue symbols were acquired by the diamond anvil cell and the multianvil press, respectively. The X-ray diffraction patterns for the DAC were collected at ambient temperature after laser annealing. Those for the multianvil press were collected at 300-1300 K.
The dashed line denotes the result of a least-squares fit of the volume data for the DAC experiments.
The inset shows the enlargement at low pressures. Temperatures of the multianvil experiments were denoted as follows: circles, 300 and 500 K; triangles, 700 and 900 K; diamonds, 1100 and 1300 K. volume of the starting material, 25.588 Å 3 , was used as the value of V 0 . When the value of B T0 ′ was set to B T0 ′ = 4, the isothermal bulk modulus and (∂B T0 =∂T) V were determined to be B T0 = 214(7) GPa and (∂B T0 =∂T) V = 0.094(24) GPa/K, respectively.
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Discussion
The bulk modulus at ambient temperature determined by the multianvil press experiments was 17% smaller than that determined by the DAC experiments. This discrepancy might be due to the difference in the pressure range between the two methods. It is generally recognized that a wider range of pressures leads to a more reliable value for the bulk modulus. As the pressure range (<111 GPa) for the DAC experiments was several times wider than that (<15 GPa) for the multianvil press experiments, the bulk modulus determined by the DAC is suitable for the EOS of TiB 2 . Table 3 lists the thermoelastic parameters proposed from the combination of DAC and multianvil press results using the thermal EOS, Eq. (4). Table 4 shows a comparison of B T0 and B T0 ′ between our study and previous ones.
In the case of the theoretical studies, the values of the bulk modulus were scattered (206 < B T0 < 305 GPa). It is known that the methods of calculation have a The numbers in parentheses are the error (standard deviation, 1σ) in the volumes.
Article No~e00220 significant effect on the calculated numerical values of elastic properties. For example, Panda and Chandran [11] reported that the bulk modulus of TiB 2 from first-principles calculations implementing the Hartree-Fock method was 20%
higher than that from calculations implementing of density functional theory. In contrast, the values from the experiments were not scattered (236 < B T0 < 260 GPa). The bulk modulus, 256.7 GPa, determined in our study was in general agreement with those reported by previous experimental studies.
The pressure derivative of the bulk modulus, B T0 ′, determined in our study was 3.83, which was consistent with those reported by previous theoretical studies [10, 11] . However, this value was larger than that reported by another experimental study [6] . A possible explanation for the inconsistency in the pressure derivative of the bulk modulus is the difference in stress conditions between previous studies and ours. Amulele et al. [6] performed room temperature compression without the relaxation of the accumulated stress in the sample chamber. The differential stress induced by room temperature compression can have an influence on the [12] 206.7 Shein and Ivanovskii [13] 247.0 Wang et al. [8] Experiment 240 Munro [5] 236.3 2.57 Amulele et al. [6] 260 Wasḱowaka et al. [9] 256.7 3.83 This study measurement of elastic properties. In contrast, laser annealing was performed at each pressure change before the measurement of X-ray diffraction data in our study. Another possibility was the difference in experimental technique between our study and previous ones. A pressure-transmitting medium, which might have had an influence on the stress condition in the sample chamber, was not used in previous studies [6] . This might have led to the inconsistency in the value of the pressure derivative of the bulk modulus between our study and previous ones.
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